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PRIMJENA:  usis i provod toplog i hladnog zraka, dimova i lagane neabrazivne prašine 
MATERIJAL CIJEVI: staklena vlakna prekrivena crvenim silikonom 
OJA�ANJE:  ugra�ena �eli�na spirala i izvana konop od staklenih vlakana 
TEMPERATURA:  -60 +300 °C                              

 
 
 
 
 

Promjer 
(mm)       

Radni tlak 
(bar) 

Podtlak 
(bar) 

Težina      
(kg/m) 

Pol. sav.     
(mm) 

Kolut       
(m) 

  13x  15       1.8 0.60 0.070           20 4 
  19x  22       1.8 0.60 0.080           20 4 
  22x  25       1.8 0.60 0.112           20 4 
  25x  29       1.5 0.60 0.120           20         4 
  32x  35       1.5 0.60 0.146           24         4 
  38x  42       1.5 0.60 0.167           27         4 
  44x  48       1.5 0.60 0.228           27         4 
  51x  55        1.5 0.60 0.250          27         4 
  57x  61       1.3 0.50 0.276          30         4 
  63x  67       1.3 0.50 0.290          32         4 
  70x  74       1.2 0.50 0.385          32         4 
  76x  80       1.1 0.50 0.420          32         4 
  83x  87       1.1 0.40 0.486          35         4 
  89x  93       1.1 0.40 0.525          35         4 
  95x  99 1.1 0.40 0.570          35         4 
102x106       1.0 0.30 0.650          40         4 
114x119       0.9 0.20 0.720          40         4 
127x132 0.8 0.15 0.800          46         4 
152x157       0.7 0.15 0.980          50         4 
178x183       0.6 0.10 1.190          60         4 
203x208       0.5 0.07 1.330          68         4 
254x259       0.4 0.04 1.650        100         4 
305x310       0.1 0.03 2.000        102         4 

           



 
 


